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Features  • Current measurements in defined electric circuits in vehicle fuse boxes can be 
performed with JCASE- and MCASE-PROBES. The measuring circuit is protected 
by a JCASE fuse with the equivalent current value. 

 

 • The measuring adapters can be connected to every low-voltage modules up to 
  80 V of Co. Klaric. 
 

 • All measuring adapters are equipped with low resistive accuracy resistors. 
 

 • Each JCASE- and MCASE-PROBE has a memory device with a communication 
cable to the module. Therefore the configuration data (type, adjustment values, 
serial number etc.) are read out of the PROBE and transmitted to the module. 

 

 • The adjustment values are considered for the measurement result calculation. This 
implicates a very high degree of accuracy. 

 

 • Because the shunts only have marginal temperature drift, temperature compensation 
is not needed. 

 

 • A factory calibration is included in scope of delivery. On request we are pleased to 
offer a DAkkS calibration. 

 

 

KLARI-MOD MC2 KLARI-CORD 4 + Display KLARI-FUSE 2 

JCASE-PROBE MCASE fuse JCASE fuse 
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Measuring adapter with JCASE or MCASE connector, which is plugged into the vehicle’s fuse holder 

instead of the original fuse. The measuring circuit is protected by a JCASE fuse with the equivalent 

current value to ensure that the measuring circuit is protected. The JCASE fuse is plugged into the fuse 

holder at the aluminium casing. The measuring shunt is integrated in the casing. 
 

PROBE construction: 

�  JCASE or MCASE connector 

�  cable with fuse = L1 (high flexible and heat resistant) 

�  aluminium casing with integrated shunt and fuse holder for measuring circuit protection 

�  data cable = L2 ( 1…5 m) with 6-pin push-pull-connector 

�  memory device, used for PROBE-identification and calibration data 

 

Caution:  The maximum continuous current may be lower than the measuring range. 

Please refer to the user manual. 

 

 L1 

L2 

JCASE- 
fuse holder 

 
measuring-
shunt 

Type 
 
 

Measuring 
range 

[A] 

Resolution /Bit
* 

[µA] 

R 
 

[m� ] 

L1 
 

[m] 

Cross  
section 

 

[mm 2] 

JCASE 20 50 5 1 / 3 2x2,5 / 4 

JCASE 30 125 2 1 / 3 2x2,5 / 4 

JCASE 40 250 1 1 / 3 2x2,5 / 4 
 

size (l/w/h): 80x55x24 mm 
 
 

Type 
 
 

Measuring 
range 

[A] 

Resolution /Bit
* 

[µA] 

R 

 
[m� ] 

L1 
 

[m] 

Cross  
section 

 

[mm 2] 

JCASE 50 250 1 1 6 

JCASE 60 500 0,5 0,5 6 
 

size (l/w/h): 80x105x26 mm 
 

*  indicated for the lowest measuring range 

JCASE - FUSE 

Ordering : <name> - <fuse value >     -    <L1> - <L2>  -  <L3> 
 JCASE -    20 / … / 60       -  s.table - 1…5   -     0 
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Type 
 
 

Measuring 
range 

[A] 

Resolution /Bit
* 

[µA] 

R 
 

[m� ] 

L1 
 

[m] 

Cross  
section 

 

[mm 2] 

MCASE 20 50 5 1 / 3 2,5 

MCASE 30 125 2 1 / 3 2,5 

MCASE 40 250 1 1 / 3 2,5 
 

size (l/w/h): 80x55x24 mm 
 
 

Type 
 
 

Measuring 
range 

[A] 

Resolution /Bit
* 

[µA] 

R 

 
[m� ] 

L1 
 

[m] 

Cross  
section 

 

[mm 2] 

MCASE 50 250 1 0,5 2,5 / 4 

MCASE 60 500 0,5 0,5 2,5 / 4 
 

size (l/w/h): 80x105x26 mm 
 

*  indicated for the lowest measuring range 
 

MCASE - FUSE 

Ordering:  <name> - <fuse value>      -    <L1> - <L2>  -  <L3> 
 MCASE -    20 / … / 60       -  s.table - 1…5   -     0 
 


