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HI-PROBE

Features
	■ For applications up to 2.200 A continuous current  

(depending on dimension)
	■ High-precision shunt based current measurement
	■ Quiescent, operating and peak current
	■ Automatic Probe identification (similar to TEDS)
	■ Temperature range -40°C to +130°C (-40°F to 266°F

Scope of delivery
	■ HI-PROBE
	■ Factory calibration certificate (DAkkS optional)

Accessories
	■ Battery connection cable set with pole clamps
	■ NV-Probe extension cable

BF1 & BF1+ Versions

LOW VOLTAGE SENSORS

Specification in each case in the smallest measuring range at room temperature (23°C)

L2

For shunt-based measurement of quiescent, operating and peak  
currents from µA to kA in low-voltage electrical systems in vehicles or 
test benches. Types BF1 to BF3. Automatic Probe identification.

Version
	■ Type: BF1 (MIDI Fuse), BF1+, BF2 (Mega Fuse), BF2+, BF3 
	■ Dimensions BF1:   41.6/17.5/15 mm (L/W/H) - M5 holes
	■ Dimensions BF1+: 53.6/17.5/15 mm (L/W/H) - M5 holes
	■ Dimensions BF2:   68/27.5/14.5 mm (L/W/H) - M8 holes
	■ Dimensions BF2+: 84/27.5/14.5 mm (L/W/H) - M8 holes
	■ Dimensions BF3:   84/57/20.5 mm (L/W/H) - M8 holes

Resistance [mΩ] Measurement range [A] Resolution/Bit [mA/Bit] Continuous current [A]

2 -120 / +525 0,15 60

1 -240 / +1,050 0.3 80

0.5 -480 / +2,100 0.6 120

0.2 -1,200 / +5,250 1.5 150



St
at

us
 O

ct
ob

er
 2

02
5.

 A
ll 

br
an

d 
na

m
es

 o
r t

ra
de

m
ar

ks
 m

en
tio

ne
d 

ar
e 

th
e 

pr
op

er
ty

 o
f t

he
ir 

re
sp

ec
tiv

e 
ow

ne
rs

. E
rr

or
s a

nd
 te

ch
ni

ca
l m

od
ifi

ca
tio

ns
 e

xc
ep

te
d.

 V
3

Klaric GmbH & Co. KG  •  www.klaric.de  •  +49 (0) 711-32 77 76-0  •  info@klaric.de

HI-PROBE
LOW VOLTAGE SENSORS

BF2 Shunt values and measurement ranges

Specification in each case in the smallest measuring range at room temperature (23°C)

Resistance [mΩ] Measurement range [A] Resolution/Bit [mA/Bit] Continuous current [A]

2 -120 / +525 0,15 80

1 -240 / +1,050 0.3 120

0.5 -480 / +2,100 0.6 130

0.2 -1,200 / +5,250 1.5 180

0.1 -2,400 / +10,500 3 310

BF3 Shunt values and measurement ranges

Specification in each case in the smallest measuring range at room temperature (23°C)

Resistance [mΩ] Measurement range [A] Resolution/Bit [mA] Continuous current [A]

0.020 -12,000 / +52,500 15 1,000

0.005 -48.000 / 210,000 60 2,200

Specification in each case in the smallest measuring range at room temperature (23°C)

BF2+ Shunt values and measurement ranges

Resistance  [mΩ] Measurement range [A] Resolution/Bit [mA] Continuous current [A]

2 -120 / +525 0,15 80

1 -240 / +1,050 0.3 120

0.5 -480 / +2,100 0.6 130

0.2 -1,200 / +5,250 1.5 180

0.1 -2,400 / +10,500 3 310

0.05 -4,800 / +21,000 6 500

0.035 -6,850 / +30,000 9 650
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HI-PROBE

HI-PROBE BF1 Technical illustration

HI-PROBE BF1+ Technical illustration

Construction
	■ Measuring resistor in BF1, BF1+, BF2 or BF2+ 

version with mounting lugs (temperature range 
-40...+130 °C)

	■ Memory chip for PROBE identification and  
calibration data (similar to TEDS)

	■ Data cable = L2 (1...5 m) with 6-pin push-pull 
connector

Code for Order:

Name          -        	 Resistance     -   	 L1   -  	 L2     - 	 L3
HV-HP-BFX     -      	0.005/.../2      -   	  0    - 	 1...5  - 	 0
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HI-PROBE

HI-PROBE BF2+ Technical illustration

HI-PROBE BF3 Technical illustration

HI-PROBE BF2 Technical illustration


